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How to make？
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02

What size is our HPL？

03

                                                 
                     
                                                
         
                                               
          
                                               
                                   

Thickness（mm）

Size（mm）
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Cover

Prevents Moisture

HPL

Place Neatly and Horizontally

Pad

Protection and Preventing Moisture

    

Creating an even Platform

01

Transporting

Safety ﬁrst! Handling of HPL sheets should be
done with care to avoid any damage. When
loading and unloading sheets, they should be
lifted carefully and not slid on top of each other.
Smaller sheets can be handled by one person, but
ensure the decorative side of the laminate is
facing towards the body of the carrier.
Handling of large HPL sheets always requires two
people one on each side. To avoid damage while
transporting, be careful to protect the corners of
the sheets against hard objects.

02

Packaging

When packaging 25 sheets or fewer, they can be rolled.
Before transporting, be sure to roll up the HPL with the
decorative side facing inwards and secure with durable twine
on both ends of the roll. Be cautious when carrying the
packaged rolls, and do not place any heavy objects directly
on top of the roll. The rolled-up sheets can be placed in a
wooden crate for additional protection during transportation.
When packaging 25 sheets or more, ﬂat crate packaging is
recommended. The crate packaging should then be
transported using a forklift.

03

Storing

HPL Sheets should be stored in a cool, dry room away from direct
sunlight. They should not touch the wall or the ﬂoor, and they
must be kept in an enclosed area with a temperature between 10
and 36°C (50 and 96.8°F) and humidity between 60‒65%. HPL
should be placed neatly and horizontally on a shelf or pallet with
cover and backing plates underneath. This ensures the HPL is
displaced evenly and protects it against moisture. If planning to
store for an extended period, wrap with straps to prevent
warping.
If horizontal storage is not possible, the sheets can be placed in
piles at a 60‒70° angle, resting against a rigid support along with
a slip-prevention device. The sheets must not touch the wall or
ﬂoor.

                  

   

Honeycomb
Structure Substrates

Chipboard

Mineral-BasedSubstrates

High-Density Fiberboard

(Concrete, Calcium Silicate,
Vermiculite Panels)

PVC

Plywood Panels

                         

Metal Substrates

（Need to apply PUR or Epoxy
Glue on the HPL in advance）

                      
01. Plaster or Concrete Surfaces
02. Wallpaper Surfaces
03. Solid Wood

              

Market Sectors
Furniture

Elevators

Application
Education

Bathrooms

  



 
Oﬃces

Healthcare

Transport

Hotels

   

   

    
  

    
    
     
     

Retail

Kitchens

Restaurants

Exhibition Halls
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LP Leather

                  
                
                    
                     
   

Texture
                                           
                                         
                         
                                             
                                             
                                               
                                  

Surface Finishes
AS

Ace Supreme™

PS

Textured Pebble Stone

AP

Ace Premium™

CO

Textured Stone

A

Standard Finish

FM

Fabric Material

IV

Real Feel Wood

HG

High Gloss

VF

Veneer Finish

MT

Matt

HD

Horizontal Direction

RT

Rough Textured

RW

Real Wood

SU

Real Feel Stone

LA

Light Matt

SY

Subtle Textured Stone

DW

Deep Wood

LZ

Italian Leather

TX

Textured

LP

Real Leather

  

    
Moodboard



Collection

W0030B

Maintenance of HPL
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PoliLam High Pressure Decorative Laminates are durable, impact, and abrasion resistant under common use. However, to ensure the longest life
and care of your laminates:
1. Do not use sharp objects on the laminate surface.
2. Do not cut, slice, or pound directly on the laminate.
3. To avoid HPL separation from the substrate do not expose to temperatures over 60℃ (140℉) for
long periods of time.
4. Although HPL is waterproof, avoid wetting the joints as they may affect your substrate and cause it to
swell.
5. Avoid placing extremely hot cookware or household items directly onto the surface.

PoliLam has achieved Green Label Singapore certification,
for low emissions and low toxicity.

PoliLam products have achieved EN Standard certifications.

PoliLam products have completed a number of ISO
certifications.

PoliLam has achieved GREENGUARD AND GREENGUARD GOLD
certification for indoor air quality.

Please contact us to receive a copy of our certificates and test reports.

